C110 Rev.0 del06/04/04

Datitecnicie dimensionisono validialmomento della stampa. Cambiamenti possono essere apportatisenza comunicazione.

Technicaldata and dimension are valid ot the moment of print. Changeas may be done without communication.
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PRESSIONE (bar) / PORTATA (kg/h)
PRESSURE (bar) Vs MASS FLOW RATE (kg/h)
1,9 22
2 29
2,5 36,5
J 44
3,9 51
4 58
4.5 66

- Omologazionr: Direttiva 97/23/CE
- Approvals: 97/23/EC directive

DATI TECNICT VALVOLA "C110"
TECHNICAL DATA VALVE "C110"

CARATTERISTICHE COSTRUTTIVE

CORPO VALVOLA - ottone

GUARNIZIONIDI TENUTA - Viton e Silicone

MOLLA DIREAZIONE - AISIS02

FLUDO DA CONTROLLARE - vapore

TEMPERATURA FLUIDO DA CONTROLLARE - +155°C MAX
TEMPERATURA AMBIENTE - +125°C MAX

TARATURA VALVOLA YUOTO - < di100 mbar

SEZIONE DISCARICO - 35,16 mma

POTENZA MAX DIALIMENTAZIONE - 2000WATT

MINIMA PRESSIONE DIPROGETTO DELL'IMPIANTO - 5,5 bar

CONSTRUCTION FEATURES

BODY - brass

SEALING - Viton and Silicon rubber

REACTION SPRINGS - AISI302

MEDIA TO CONTROL - steam

MEDIA TO CONTROL TEMPERATURE - +155°C MAX
ADMITTED TEMPERATURE - +125°C MAX

VACUUM RELIEF VALVE SET POINT - < than 100 mbar
DISCHARGE AREA - 33,16mm:

MAX SUPPLY POWER - 2000WATT

MINIMUM PROJECT PRESSURE OF THE EQUIPMENT - 55 bar

MODELLO TARATURA VALVOLA
TYPE VALVE'S SET POINT

TOLLERANZE
TOLLERANCES

from 1,5 up to 3 bar
C1o
from 3,1up to 4,5 bar
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